
Runway Safety

Runway 14R/L and Runway 19R/L
Aircraft frequently line up for Runways 14
when Runways 19 are the active Runways.
Buchanan Field - CCR
(Concord Tower)
ATIS – (925) 685-4567
Average Daily Operations – 700
Normal Operations – Parallel Runways 32/14  & 19/01
Tower (925) 685-5743
For more information about this airport contact: jillian.purdy@faa.gov
The Run-up area for runway 32L is difficult to find.

There are numerous helicopter operations on or in vicinity of the runways.

Caution for banner tow operations (Runway 19R/01L & Runway 32R/14L).

Opposite direction approaches are conducted to runway 19R while runways 01 are in use.

Airport signage not well marked.
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Runway 32L at 19R or Taxiway E
Aircraft landing Runway 32R and exiting
on Runway 19R or Taxiway E fail to stop
before crossing Runway 32L.
Runway 19R at Taxiway J
Aircraft taxiing southeast bound on
Taxiway J to Runway 19R/01L miss the
turn to Taxiway E, then fail to hold short of
Runway19R/01L.
Aircraft taxiing to run-up area for
Runway 32L
Aircraft turn early and fail to hold short of
Runway 32L.
Approach end of Runway 01L
Vehicles crossing fail to hold short of
Runway 01L at Taxiway G.
Approach end of Runway 32R
Aircraft mistake cement drainage
pavement as hold short bars and enter the
runway environment.


